
Table 5.3-1
Instruments Used in Bakersfield Comparison Study

Instrument Size Cut
(µm)

Filter and Denuder Samplers
Airmetrics Minivol Sampler 2.5
Andersen Federal Reference Method Sampler 2.5
Harvard/EPA Annular Denuder System (HEADS) 2.5
Harvard Impactor 2.5
Harvard Impactor 10
DRI Sequential Filter Sampler 2.5
Size-Selective Inlet High Volume Sampler 10
Met One Spiral Aerosol Speciation Sampler (SASS) 2.5
UCD Grey Box Filter Sampler 2.0
UCR Ammonia/Nitric Acid Minivol N/A
Continuous Mass Instruments
Harvard Continuous Aerosol Mass Monitor (CAMM) 2.5
Met One Beta Attenuation Module (BAM) 2.5
TEOM 10
Continuous Speciating Aerosol Instruments
Anderson Aethalometer Ambient
ARA Continuous Nitrate, Ammonium Analyzer 2.5
ADI Continuous Nitrate Analyzer 2.5
Light Scattering/Absorption Instruments
ARS Size Cut Nephelometer 2.5
ARS Ambient Nephelometer Ambient
Green Tech/Met One Laser Photometer 2.5
TSI DUSTTRAK Laser Photometer 10
Particle Size & Species Resolved Measurements
UCR Aerosol Time of Flight Mass Spectrometer (ATOFMS) Ambient
Micro-Orifice Uniform Deposit Impactor (MOUDI) Multiple
Davis Rotating Unit for Monitoring (DRUM) Multiple
Gas Phase Analyzer
TEI Continuous Ammonia Analyzer Ambient


